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44 Bargraph update packet

45 Two tone mode control

46 AGC Control )

47 SEA 2320 TX Watchdog Reset (not used in SEA 235)
48 DSC Abort Diagnostic (used only in SEA2320)
4a Request Tuner Status/Tuner Status Update
4B Extended Tuner Status Command

4C Tuner EEPROM dump command

60 Diagnostic Status Request

61 Diagnostic Status Update

62 Set Diagnostic values

63 DSP Status Request

64 FROM DSP status

65 TO_DSP status

66 Set TO_DSP packet

67 Set/Get Radio Calibration Factor

ACK/NAK

The field before the command is reserved for the ACK/NAK flag. If
the packet is acknowledging a previous packet an ,A, will appear,
and if the packet is Not-Acknowledging a previous packet a ,N,
will appear. If the packet is doing neither then a ,, will appear.

ACK indicates that the packet was received and the checksun
matches. NAK indicates that the checksum did not match on the
previous packet and that it should be resent.

$10, FROM, A, 10*hh ACK
$10, FROM, N, 10*hh NAK
$10, FROM, , 10*hh Neither

If there is no command to be sent, the ACK/NAK can be sent
without a command being included:

$11,10,A, *hh
$11,10,N, *hh

Status Update Request from Control Head to Radio 10

$10, FROM, , L0*hh

This requests the RT to respond with a Status update packet #11

Full Status Update from Radio to Control Heads 11
























































































